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For more information on our Façade Support Systems  https://fastecsystems.com/facade-support-systems/      

 
 

 

   
    

 
 

Technical Data Sheet 

Version 010325 

Rainwater outlets designed for use with bituminous flat roofing systems in refurbishment applications. 

Fastflow Stainless Steel rainwater outlets are quick and simple to install, with a 500mm x 500mm torch-on SBS bitumen flange.  

Manufactured from 0.7mm stainless steel, with a pipe length of 400mm. 

Also available with PVC flange. 

   

 Outlet has torch-on SBS bitumen flange and stainless-steel pipe. 

 
 

FW SS 50 SBS 50 400 

FW SS 62 SBS 62 400 

FW SS 75 SBS 75 400 

FW SS 90 SBS 90 400 

FW SS 110 SBS 110 400 

FW SS 125 SBS 125 400 

FW SS 145 SBS 145 400 

FW SS 160 SBS 160 400 

 

  

  

 

Outlet has torch-on SBS bitumen flange and stainless-steel pipe, with 

ribbed seal. 

Outlet pipe length:  400mm 

 

 
 

FW SS 50 SBS c/w ribbed seal 50 58 76 

FW SS 62 SBS c/w ribbed seal 62 71 85 

FW SS 75 SBS c/w ribbed seal 75 83 97 

FW SS 90 SBS c/w ribbed seal 90 98 112 

 

Leafguard not included.   
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