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TB188

Manual Opening/Access Hatch Dome

0 Take care when unpacking | Check all correct parts are included and undamaged f§ Only use fixings supplied

Fastenar Caps

Koy

Madal Washars
[if suppiied]

|
Lergth varias with
product bpe

on builders upstand

Fixing Quantities
Length of Nominal ~ Number of fixings
Dome Side (mm) per side
‘Worm Drive
600, 750 2
900, 1050, 1200 3
1350, 1500, 1650 4
1800, 1950 5
2100, 2250 6
2400 7

Imsulated upstand must be within toleran

otherwise worm drive will clash with ups

Hominal Rooflight size *;3

) Mominal o
Rooflight size -150 +_E"'l
Wominal Mominal
= TGEmm Tsmm =
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1 Install roof covering to cover side and top of
ingulal ipstand in accordance with
manufaciurar's installation recommendations

2 (pen hinged frame

0 For access hatch, unlock first

k

kinimum
160mm

Mirimum
Tamm

3 Mastic/Sikcone around top inside edge of upstand

4 Facing hinges upslope, place kerb squarely anta
upstand

J
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ﬂ' See fixing quantities table

A

-ﬂ Do not overtighten fasteners

6 Attach worm drive to lower bracket on kerb

\
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\
\
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7 Attach worm drive to upper bracket on hinged frame

8 Lock access hatch
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@ Ensure ¢

10 Fix dome 1o upstandkerh, Use the supplied dome
fastenars through the matal washers (if supplied)
and the pre-Mted fastener bullons

11 Fit fastener caps
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Fix ONLY through pre-fittad
buttons

“ Do no

t ovartightan fastenars

&
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(® TECHNICAL SUPPORT: For any technical information/queries please contact your supplier.
The manufacturer operates a policy of continuous product improvement, and reserves the right to alter specifications at any time without notice. Every effort has been taken to ensure all details contained in this document are correct at
the time of going to press but this document should be used only as a guide and does not in any way form part of a contract or warranty. It is the customer’s responsibility to ensure that the product is suitable for the actual conditions of

use, which are beyond the control of the manufacturer.
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TB1388

Manual Opening/Access Hatch Dome

0 Take care when unpacking | Check all correct parts are included and undamaged f§ Only use fixings supplied

150mm300mm
Hinged kerb

Fastenar Caps

on PVC kerb

Fixing Quantities
Length of Nominal ~ Number of fixings
Dome Side (mm) per side
Koy
600, 750 2
900, 1050, 1200 3
1350, 1500, 1650 4
1800, 1950 5
2100, 2250 6
2400 7

1 Mastic/Silicone around the edge of the roof opening

2 Facing hinges upslope, place kerb squarely over
roof opening

3 Fix kerb lo rool using 55mm kerb fastenars
Remowve and retain label

tanars

4 Install roof covering according to manufacturar’s
installation recommendations

5 Tarminate roof covering in accordance with
ingtructions on reftained kerb label
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7 Fix dome 1o upstandikerh, Use the sugplied dome
fastenars through the matal washers (if supplied)
and the pre-fted Tastener bullans
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“ Fix ONLY through pre-fitted

buttens

“ Do not ovartighten fastenars

8 Fit fastener caps
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| |
| Product is supplied l
| assembled and |
I locked shut. I
| The following is for |
I information only I
| |

( Attach waorm drive to lower bracket on kerb

(@ Attach waorm drive to upper brackat on hinged frame

(D Lock access hate

(® TECHNICAL SUPPORT: For any technical information/queries please contact your supplier.
The manufacturer operates a policy of continuous product improvement, and reserves the right to alter specifications at any time without notice. Every effort has been taken to ensure all details contained in this document are correct at
the time of going to press but this document should be used only as a guide and does not in any way form part of a contract or warranty. It is the customer’s responsibility to ensure that the product is suitable for the actual conditions of

use, which are beyond the control of the manufacturer.



